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Management of large water distribution systems can be improved by dividing their networks into so-called district metered
areas (DMAs). However, such divisions must be based on appropriated technical criteria. Considering the importance of deeply
understanding the relationship between DMA creation and these criteria, this work proposes a performance analysis of DMA
generation that takes into account such indicators as resilience index, demand similarity, pressure uniformity, water age (and
thus water quality), solution implantation costs, and electrical consumption. To cope with the complexity of the problem, suitable
mathematical techniques are proposed in this paper.We use a social community detection technique to define the sectors, and then
a multilevel particle swarm optimization approach is applied to find the optimal placement and operating point of the necessary
devices.The results obtained by implementing themethodology in a real water supply network show its validity and themeaningful
influence on the final result of, especially, elevation and pipe length.
1. Introduction
The frequent disorderly spatial expansion of cities, mainly
in developing countries, compels water utilities to rethink
theirmanagement practice, aiming at highly efficient systems.
Optimal management of water distribution systems (WDSs)
requires accurate decisions to reduce the waste of environ-
mental resources and to supply consumers with high quality
water. Usually, these decisions are made under uncertainty
scenarios, mainly due to the size of the network. The seg-
regation of large networks into nearly independent water
supply zones can reduce the uncertainty of the problem, thus
allowing smarter operation to get better service conditions
[1, 2].
District metered area (DMA) design was introduced in
the UK [3] and has been widely applied to pressure man-
agement and leakage control [4–8]. Also, the identification
of entrance pipes and consequent measurement of inlet flow
allow improving the water balance, helping to identify leak-
age and nonrevenue water. However, network segmentation
can be a hard task due to various network characteristics:
size, number of loops, topology changes, and necessary
modifications of the hydraulic conditions during operation.
DMA creation requires not only a perfect knowledge of
the topological information of the network, but also a set
of criteria able to generate a consistent network partition.
Depending on the criteria adopted and the combination of
them, different topologies can be found that can improve (or
worsen!) the efficiency of the network.
The use of trial and error methodologies, which do
not consider global perspectives of WDSs, can result in
nonoptimal solutions, thus reducing the possibilities of
performance improvement through DMA creation. Various
developments of automatic tools to help the process of
water network partition have been proposed. Among others,
[9] presents a graph theory approach to water distribution
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network decomposition; [10] applies a method based on
machine learning for DMA design; [11] proposes the use of a
multiagent based approach to negotiate boundaries in DMA
generation; [12] develops an automatic boundary generation
to determine DMAs based on a social structure, a tool from
the artificial intelligence field; and [13] presents an insightful
comparison among global clustering, community structure,
and graph partition methodologies applied to two big cities;
in this last case, the authors argue positively about the
high performance of community structures for DMA design
from the computational and clustering viewpoints; however,
hydraulic and quality analyses are left out.
Graph clustering and, more specifically, the use of an
unknownnumber of subdivisions, as in the proposal based on
social network theory [14] have proven to be a good approach
for the sectorization problem. Physical and hydraulic features
such as the lowest distance to water source, node elevation,
and cumulated demand are easily used as criteria to divide
the distribution network. However, considering the approach
that the a priori number ofDMAs is not generally defined, the
performance of each scenario is affected by the DMA design
criteria used, which enables the generation of very diverse
partitions.
While the former approaches on DMA design had pres-
sure management and leakage control as the main objectives,
nowadays multiple criteria have been adopted to gener-
ate resilient and high-performance networks in terms of
hydroenergetic issues, as observed in [15], where the authors
present a graph-theoretical approach for the resilience assess-
ment of large scale WDSs.
More than grouping the nodes inside their respective
DMAs, a complete sectorization process must include the
selection of an optimal entry choice, that is to say, an optimal
Control Unit (CU) placement, with at least one flowmeter
to permanently monitor the inlet flow [14]. If necessary,
pressure reducing valves (PRVs) may also be installed at
the entries (also in other points) of the DMAs for pres-
sure regulation purposes. The maximization of a reliability
indicator [6] and the minimization of costs are the most
common approaches to find the optimal PRV placement.
Also, [16] develops an approach for optimal DMA definition
considering the possibility of generating energy by using
turbines; graph theory and clustering techniques are used,
jointly with Simulated Annealing, to identify the optimal
entry and pipe replacement.
Furthermore, water distribution network segmentation
implies the closure of some pipes. The consequent reduction
of loops in the network can affect directly the reliability of
the network [6]. In this way, a suitable balanced scenario
among the benefits associated with DMA creation should
be considered (or developed), where costs, reliability, and
efficiency are jointly taken into account. The evaluation of
DMA scenarios can be an important design tool and can help
the decision-maker to choose an optimal, hopefully the best,
option of DMA configuration.
Reference [17] presents a set of feasible solutions of DMA
design and evaluates the solution in terms of the resilience
index [18], the number of closed pipes, and the water
age. The authors conclude that sectorization can produce
a small decrease of some performance indicators, but it
is insignificant when compared with the benefits of DMA
implementation.
Taking into account the variability of feasible solutions for
different nodal aggregation criteria for the problem of DMA
design, social network community detection algorithms,
grounded in graph theory, are used in this paper to define a
set of scenarios of DMA configurations.This approach allows
evaluating the effect of DMA creation considering the total
or partial isolation of the network and even considering the
presence of cascading DMAs. To evaluate the performance
of a DMA configuration, various values for the criteria are
applied. In a second-level, particle swarmoptimization (PSO)
is applied to determine the optimal placement and operating
points of PRVs by considering all the boundary pipes as pos-
sible candidates to become DMAs’ entrances. The results are
evaluated in terms of resilience index, pressure uniformity,
demand similarity, water age, electrical consumption, and
implementation costs.
2. Materials and Methods
2.1. DMA Definition by a Community Detection Algorithm.
Virtual social networks can be described as specialized graphs
aimed at describing the interaction of elements that form part
of a society, holding some degree of interdependence among
them. In this context, an individual is an entity that generates
a contribution to the society (network). One of the aspects
of major interest in social network science corresponds
to community detection, which allows understanding the
organization and function of individuals in the network.
Unlike traditional clustering in graphs, community detection
is not solely focused on individuals, or nodes (and their
features). It also takes into account the connection between
them, so that the resulting communities are formed not only
by individuals, but also by their interactions. One of the
most widely known community detection algorithms is the
Walktrap algorithm, proposed by Pons and Latapy [19]. This
algorithm is based on random walks over graphs.
In the field of mathematics and probability theory, ran-
dom walks (or diffusion processes) are defined as stochastic
processes in which the position of a particle (walker) in
a given instant depends on its previous position and a
random variable that determines the direction taken from
that previous position towards one of the neighboring nodes.
Random paths in a (globally sparse but locally dense) graph
tend to get trapped into densely connected parts, which
correspond to communities [19]. A random walk in such
a graph is a Markov chain that can be described by the
information contained in the so-called transition matrix, 𝑝.
Element 𝑝𝑖𝑗 of 𝑝, giving the transition probability from vertex𝑖 to vertex 𝑗, is calculated as the ratio 𝐴 𝑖𝑗/𝑑(𝑖), where 𝐴 𝑖𝑗 is
the (𝑖, 𝑗) element of the adjacency matrix, 𝐴, of the graph,
and 𝑑(𝑖) = ∑𝑗 𝐴 𝑖𝑗 is the degree of vertex 𝑖, that is to say, the
number of its neighbors including itself.The 𝑡th power of this
matrix, 𝑝𝑡, with elements noted as 𝑝𝑖𝑗𝑡, gives the probabilities
of moving from one node 𝑖 to another node 𝑗 through a path
of length 𝑡. As shown in [19], these probabilities are enough
to gather information on the topology of the network.
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In this algorithm, distances between nodes and commu-
nities (see (1) and (2), resp.) based onmatrix 𝑝𝑡 are computed
by
𝑟𝑖𝑗 (𝑡) = √ 𝑛∑
𝑘=1
(𝑝𝑖𝑘𝑡 − 𝑝𝑗𝑘𝑡)2𝑑 (𝑘) , (1)
𝑟𝑐1𝑐2 = √ 𝑛∑
𝑘=1
(𝑝𝑐1𝑘𝑡 − 𝑝𝑐2𝑘𝑡)2𝑑 (𝑘) , (2)
where 𝑖 and 𝑗 are two given nodes, 𝑑(𝑘) is the degree of
node 𝑘, and 𝑛 is the total number of nodes of the network.
Equation (2) is actually a generalization of (1) to compute the
distance between communities (𝑐1, 𝑐2 represent two different
communities). For this last calculation, random walks go
between randomly chosen nodes in both communities. Note
that, in particular, any of those communities may be reduced
to just one node, what provides the distance between that
node and a community.
These distances are compiled in the so-called dissimilarity
matrix of the graph, which is used to feed a clustering process.
The dissimilarity matrix of a graph is, thus, the square matrix
with elements 𝑟𝑖𝑗 that gives the distance between every pair
of nodes 𝑖 and 𝑗 of the graph. When using the hierarchical
agglomerative approach based on Ward’s method [20], one
needs criteria to determine which communities to merge. In
this method, the average of the squared distances between
each node and its community is defined as an objective
function, and the goal is its minimization:
𝜎𝑘 = 1𝑛𝑐 ∑
𝐶∈P𝑘
∑
𝑖∈𝐶
𝑟𝑖𝑐2, (3)
whereP𝑘 corresponds to a given partition.
It is worth noting here two aspects: firstly, this function
only depends on each community, and its minimization does
not require information on other communities. Secondly, the
method follows a “greedy” strategy; therefore, any time each
pair of adjacent sectors are merged the variation of 𝜎, Δ𝜎, is
calculated. The fusion that leads to the lower value of Δ𝜎 is
selected as the new partition. This produces a hierarchy of
partitions at different levels (dendrogram levels). According
to [19], from this set of partitions, the best adapted to some
specified requirements can be selected. One of the outcomes
of the method is the partition that generates the maxi-
mum value of the so-called modularity index, which allows
measuring the quality of the subdivision of the network in
communities. Such a partition is the one that best reflects
the modular structure (blocks of lower/medium diameters
separated by bigger diameter pipes) of a WDS.
Let us observe here that the best partition generated by
the algorithm can produce extremely small communities,
whose implementation could be economically unfeasible.
This is the reason why a recursive merging process (see
pseudocode) is proposed in this paper, to ensure that all the
sectors comply with a series of preestablished constraints.
In the next pseudocode the following notation is used:
BP (set of boundary pipes) andCP (set of candidate pipes)
represent sets of pipes; index 𝑚 represents a pipe; the end
nodes of𝑚 are represented by IN𝑚, the initial node, and FN𝑚,
the final node; 𝐶𝑖 represents a community or sector; 𝐿 refers
to the characteristic used as a criterion (sector total length,
sector total demand, sector maximum elevation, etc.); and ∇
represents an operation whose arguments are two values of L;
the operation (sum,maximum, etc.) depends on themeaning
of L.
Pseudocode
Input: a partition of the network with maxi-
mized modularity index
(1) A value of 𝐿 is calculated for every sector
(community) in the partition
(2) For every 𝑚, if IN𝑚 ∈ 𝐶𝑖 and FN𝑚 ∈ 𝐶𝑗, 𝑖 ̸=𝑗 → 𝑚 ∈ BP
(3) From BP, select the pipes whose end nodes
belong to communities that meet a specified
constraint for the considered characteristic𝐿; build CP with those pipes.
(4) For every 𝑚 ∈ CP,let 𝑖 and 𝑗 values such that
IN𝑚 ∈ 𝐶𝑖 and FN𝑚 ∈ 𝐶𝑗; if 𝐿 𝑖∇𝐿𝑗 meets𝐿bound →𝐶𝑖 ∪ 𝐶𝑗 replace 𝐶𝑖 and 𝐶𝑗 in the partition.
(5) The characteristic of every 𝐶 in the new par-
tition is recalculated.
(6) Steps (1)–(5) are repeated until there are not
more pipes entering in CP.
Output: Sectors satisfying a series of con-
straints
The essence of the process is in Step (4), which states that
two sectors 𝐶𝑖 and 𝐶𝑗 are merged only if their union 𝐶𝑖 ∪ 𝐶𝑗
produces a new sector that meets the constraint of interest(𝐿bound). Note that only one characteristic can be used as a
merging criterion.
It is also important to set a lower limit for the character-
istic used to define the size of the sectors. So if at the end of
the process there are some sectors with a value lower than
the limit, they are declared as minisectors (with no valves or
CUs).This only applies to minisectors that cannot be merged
with larger sectors. In the case that aminisector shares at least
one connection with a sector that has reached its maximum
feature value, the maximum limit is slightly relaxed to allow
their fusion. For example, if the characteristic that is used as
a criterion is the sector pipe length (e.g., 30 km maximum
constraint), the maximum final length that a given sector
eventually will have will equal that maximum length (30 km)
plus a value that is smaller than the minimum value of any
other sector pipe length (e.g., 4 km); in other words, a value
between 30 km and 34 km may also be accepted.
2.2. Optimization Procedure
2.2.1. Optimization Problem Description. Graph theory is
useful to describe various problems related to water distri-
bution networks. Following the formulation in [21], let 𝐺 =
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(𝑉, 𝐸), a graph, where the vertices in 𝑉 represent the nodes
of the network and the edges in 𝐸 represent the pipes and
other link elements. Once the number of DMAs is defined
and all the nodes are classified, it is possible to identify a set of
boundary pipes 𝐸󸀠 ⊆ 𝐸, whose elements (pipes or links) have
different DMAs for their upstream and downstream nodes.
Any of those pipes can be the entrance for a DMA or should
be closed to generate an effective isolation. Temporarily, let us
assume that a valve or control device is installed in each pipe𝑒 ∈ 𝐸󸀠, with diameter𝐷𝑒.
The choice of which pipe will be an entrance and which
pipe will be closed can be translated into an optimization
process, once the cost of the control device is linked to the
diameter of the pipe 𝑒. The cost 𝐶cd associated with the
control devices can be written as a function of diameter as
𝐶cd = |𝐸󸀠|∑
𝑒=1
𝑐 (𝐷𝑒) , (4)
where𝐷𝑒 is the diameter of the control device installed in the
boundary pipe 𝑒 with a cost 𝑐(𝐷𝑒), for a DMA scenario with
a number of |𝐸󸀠| potential control devices.
The decision variables in this optimization level are the
existence or not of control devices in each boundary pipe.
This can be stated as a binary optimization problem, where
the value 1 represents the existence of a control device, and 0
represents the closure of the boundary pipe.
Furthermore, the use of PRVs as control devices at
DMA entrances can improve the pressure management and,
consequently, reduce leakage inside theDMA.This is possible
because the operating point of a PRV, also called set point,
which corresponds to the pressure of the upstream node of
the valve, can be defined according to the minimum pressure
required in the DMA. In this sense, the choice of the PRV
set point can also be written as an optimization problem,
trying to operate the water distribution networkwith as lower
pressure as possible. Pressure uniformity can be a useful
indicator to find the optimal set point. Reference [22] uses
this criterion to achieve network optimal designs. In this
paper, as proposed in [23], this indicator is calculated by
PU = 𝑇∑
𝑗=1
[[[[
1𝑁𝑛 ⋅
𝑁𝑛∑
𝑖=1
(𝑃𝑖,𝑗 − 𝑃req𝑖,𝑗𝑃req𝑖,𝑗 )
+ √∑𝑁𝑛𝑖=1 (𝑃𝑖,𝑗 − 𝑃av𝑗)2/𝑁𝑛𝑃av𝑗 ]]]]
,
(5)
where𝑇 is the simulation period,𝑁𝑛 is the number of demand
nodes in the network, 𝑃𝑖,𝑗 is the pressure at node 𝑖 and time 𝑗;𝑃req𝑖,𝑗 is the pressure required at node 𝑖 and time 𝑗, and 𝑃av𝑗 is
the network average pressure at time 𝑗. It should be observed,
to avoid confusion, that the PU indicator does not represent
“pressure uniformity,” as it appears. It is, in fact, a general
measure of the lack of uniformity of the distribution network
pressures relative to the desired pressure. So theminimization
of (5) is the objective function for the set point optimization
level, since this improves pressure uniformity, thus allowing
the network to operate nearby the minimal required pressure
and without large pressure differences in the network.
2.2.2. Optimization Algorithm and Constraints. Reference
[21] presents a clear proof that valve placement in water dis-
tribution systems is an NP-hard problem when the network
is not a line, a loop, or a tree. To solve NP-hard problems, [24]
suggests the use of heuristic algorithms, which can help in the
treatment of these problems.
The use of bioinspired algorithms to solve water distribu-
tion problems has been a common and successful approach
[25–29], mainly because of the easy implementation and
near-global optimal solution ability exhibited by those algo-
rithms, which do not need the calculation of Jacobian or
Hessian matrices.
Particle swarm optimization (PSO) [30] has been widely
applied for hydraulic problems such as optimal design of
water distribution networks [31, 32], optimal design of
wastewater networks [33], calibration of water supply net-
works [34], optimal pumpoperation [35] and is applied in this
work to the optimal PRV placement and set point definition.
A PSO swarm consists of a set of particles, which have
two associated vectors: position and velocity. Usually, each
vector starts randomly inside a defined range. The position
vector is interpreted as a solution to the problem and allows
the objective function evaluation. Position and velocity are
iteratively updated, according to the following equations:
𝑥𝑡+1𝑠 = 𝑥𝑡𝑠 + V𝑡+1𝑠 , (6)
V𝑡+1𝑠 = 𝑤𝑡 ⋅ V𝑡𝑠 + 𝑐1 ⋅ 𝑟1 󵄨󵄨󵄨󵄨󵄨𝑙𝑡𝑏 − 𝑥𝑡𝑠󵄨󵄨󵄨󵄨󵄨 + 𝑐2 ⋅ 𝑟2 󵄨󵄨󵄨󵄨󵄨𝑔𝑡𝑏 − 𝑥𝑡𝑠󵄨󵄨󵄨󵄨󵄨 , (7)
where𝑥𝑡+1𝑠 is the position of particle 𝑠 at iteration 𝑡+1, updated
using the velocity V𝑡+1𝑠 .
Velocity updating is a combination of
(i) the last velocity value, weighted by the inertia param-
eter 𝑤𝑡, to avoid excessive particle roaming;
(ii) the difference between the best position of particle 𝑠,𝑙𝑡𝑏, and its actual position 𝑥𝑡𝑠 weighed by the cognitive
parameter 𝑐1;
(iii) finally, the difference between the best position of
the particle and the position of the swarm leader, 𝑔𝑡𝑏,
weighed by the social parameter 𝑐2.
The random numbers 𝑟1 and 𝑟2, working as particle
scatters, avoid premature convergence to local optimal points.
The last two summing elements in (7) are responsible for the
convergence of the method because they attract particles to
the best individual point a particle has visited and the best
global point found by the entire swarm.
However, most of these algorithms work with uncon-
strained problems and require penalty functions to treat real
constraints. In this case, for valve placement, the minimal
pressure is considered as a constraint, while for the valve set
point, the constraints are both minimum pressure and tank
Mathematical Problems in Engineering 5
levels.The penalty functions and the final objective functions
are presented in
Pen𝑝 = 𝑇∑
𝑗=1
𝑁𝑛∑
𝑖=1
(󵄨󵄨󵄨󵄨󵄨󵄨𝑃𝑖,𝑗 − 𝑃req𝑖,𝑗 󵄨󵄨󵄨󵄨󵄨󵄨) , (8)
Pen𝑡𝑘 = 𝑁𝑡𝑘∑
𝑖=1
(󵄨󵄨󵄨󵄨𝐿 𝑖,0 − 𝐿 𝑖,𝑇󵄨󵄨󵄨󵄨) , (9)
OF1 = 𝐶cd ⋅ PU ⋅ Pen𝑝, (10)
OF2 = PU ⋅ Pen𝑝 ⋅ Pen𝑡𝑘. (11)
Here Pen𝑝 penalizes the violation of the required pres-
sure; Pen𝑡𝑘 is the penalty value when the final tank level 𝐿 𝑖,𝑇
is lower than the initial tank level 𝐿 𝑖,0 for tank 𝑖 in a network
with 𝑁𝑡𝑘 tanks. OF1 is the objective function corresponding
to the control device placement, and OF2 is the objective
function corresponding to the set point adjustment.
2.2.3. Multilevel Optimization for Valve Placement. Complex,
real optimization problems typically need to be described
and solved bymultiobjective methods.While single objective
approaches for real problems must contemplate the pres-
ence of constraints, multiobjective problems can treat these
constraints as new objectives to be fulfilled. Furthermore,
many processes involve a hierarchical decision process, so
that the solution of a single optimization can be used to solve,
partially, another process or determine some constraints of
another process [36].
If on the one hand, the use of multiobjective process
can also solve multilevel problems, on the other hand the
open final solution given by the Pareto front keeps the
stakeholder at the core of the final solution. In this way, the
use of multilevel optimization can be useful for real, complex
problems, eventually producing a single solution.
A general multilevel optimization problem 𝑃 with deci-
sion variables 𝑥𝑘, objective functions, 𝑓𝑘, and constraints, 𝑔𝑘
can be described as follows.
Find the solution for the upper level problem
𝑃 (1) : min
𝑥1
𝑓1 (𝑥1, 𝑥2, . . . , 𝑥𝑘) ,
s.t. 𝑔1 (𝑥1, 𝑥2, . . . , 𝑥𝑘) ≤ 0, (12)
where 𝑥1 is the solution for the second-level problem:𝑃 (2) : min
𝑥2
𝑓2 (𝑥1, 𝑥2, . . . , 𝑥𝑘) ,
s.t. 𝑔2 (𝑥1, 𝑥2, . . . , 𝑥𝑘) ≤ 0, (13)
and so on, until the lower level problem 𝑘, with solution 𝑥𝑘.
In the case of optimal valve placement, an adaption
of the multilevel optimization concept is applied to reduce
the complexity of the optimization process. Reference [35]
presents two groups of objectives that are minimized in the
DMA creation process based on a multiobjective approach.
The first group corresponds to structural costs, related to the
installation of valves, while the second group is related to
hydraulic aspects, such as minimum pressure and maximum
resilience.
In this line, the first level corresponds to the optimal
boundary pipe selection, by minimizing (10). The solution
of this level reduces the number of valves for the set points
determined in the second level of the optimization. In this
way, the treatment of the problem in two stages can lead to a
faster solution, mainly for large networks.
Figure 1 presents a flowchart to illustrate the entire
process of DMA creation and optimal location of control
devices, further than the optimal set point definition.
2.3. Performance Indicators
2.3.1. Resilience Index. According to [37], in a looped net-
work, a change in water flow due to pipe failure or demand
increase will increase the internal energy losses. If nodes are
being supplied with exactly the necessary pressure, in a new
scenario it will be impossible to deliverwaterwith satisfactory
pressure andflow.Therefore, it is desired to provide each node
with an energy surplus to guarantee the supply in critical
conditions. Reference [18] defined the resilience index (14),
which represents the network capability to overcome sudden
failures:
𝐼𝑟 = ∑𝑁𝑛𝑖=1 𝑞𝑖 ⋅ (ℎ𝑖 − ℎreq𝑖)(∑𝑁𝑟
𝑘=1
𝑄𝑘 ⋅ 𝐻𝑘 + ∑𝑁𝑝𝑗=1 𝑄𝑗 ⋅ 𝐻𝑗) − ∑𝑁𝑛𝑖=1 𝑞𝑖 ⋅ ℎreq𝑖 . (14)
Here 𝐼𝑟 is the resilience index; 𝑁𝑛 is the number of
demand nodes in the network; 𝑞𝑖 is the demand at node 𝑖;ℎ𝑖 is the available head at node 𝑖; ℎreq𝑖 is the required head
at node 𝑖; 𝑁𝑟 is the number of reservoirs and tanks in the
network; 𝑄𝑘 is the flow supplied by reservoir/tank 𝑘; 𝐻𝑘 is
the head of reservoir/tank 𝑘; 𝑁𝑝 is the number of pumps in
the network;𝑄𝑗 is the flow supplied by pump 𝑗; and𝐻𝑗 is the
head of pump 𝑗. Due to tank level variations, the resilience
index was calculated for each time step, and the minimum
value observed was retrieved, since it represents the critical
condition observed.
2.3.2. Demand Similarity. The demand similarity is impor-
tant to evaluate the DMAs’ size and mutual affinity, since it
indicates how close a DMA demand is to the mean demand.
Close values for demand similarity reflect more uniform
DMAs, which help the WDS operation. Reference [38]
highlights the use of demand data for real-timemanagement,
which could be simplified with similar DMAs.This indicator
is calculated by the standard deviation of the total demand of
eachDMA(15).High values indicate poor sectorization, since
nodes with low consumption could be aggregated into bigger
DMAs, thus reducing costs associated with PRVs. Demand
similarity is defined by
DS = √∑𝑁𝑛𝑖=1 (𝑞𝑖 − 𝑞av)2 /𝑁𝑛𝑞av , (15)
where 𝑞av is the average demand in the network.
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Figure 1: Flowchart of the automatic DMA creation with multilevel optimization.
2.3.3. Water Quality. Water quality is evaluated through the
water age analysis. According to [39], chemical, biological,
and physical problems can be caused or worsened by high
detention times in the distribution system, which can cause
health problems. The indicator proposed by [27] is the most
used to evaluate the quality performance of the system:
𝐼WA = ∑𝑁𝑛𝑖=1∑𝑇𝑗=1 𝑘𝑖,𝑗 ⋅ (WA𝑖,𝑗 −WAlim𝑖,𝑗)∑𝑁𝑛𝑖=1∑𝑇𝑗=1 𝑞𝑖,𝑗 , (16)
where 𝐼WA is the water quality index, WA𝑖,𝑗 is the water age
at node 𝑖, at time 𝑗, WAlim𝑖,𝑗 is the water age limit at node 𝑖, at
time 𝑗, and 𝑘𝑖,𝑗 is a coefficient equal to 1 if WA𝑖,𝑗 > WAlim𝑖,𝑗
and to 0 if WA𝑖,𝑗 ≤WAlim𝑖,𝑗 .
3. Case Study
The methodology proposed in this work is applied to the
D-town network, presented by [27] in the Battle of Water
Networks II (BWN-II), with the final topology presented by
[40]. The BWN-II presented the goal of identifying long-
term improvements and operational strategies, given specific
projected future demand and development of new areas. The
final solution for this topology consists of 398 nodes, 458
pipes, 7 tanks, 1 reservoir, and 13 pumps, and the solution
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Table 1: Performance indicators for the original topology of C-town proposed by [40].
Sectorization criteria Resilience Pressure uniformity Demand similarity Water quality Energy Costs Number of DMAs
Original 0 468 78.8 0.280 76,495 — 5
Elevation
25.00
50.00
75.00
100.00
m
Figure 2: Topology of the D-town network with the solution
proposed by [40].
presents 5 previously defined DMAs, segregated by 4 PRVs.
Figure 1 shows the water distribution topology with a color
scheme to represent the nodal elevation. The PRVs installed
in the original case study do not have the objective to create
DMAs, but to manage pressure zones for leakage control
purposes. Comparisons among the new scenarios and the
original network allow us to verify the hydraulic changes of
the network under the presence of new DMA structures.
Following the operational constraints proposed by [27],
the minimal pressure at the demand nodes should be above
25m, and the water age limit for the nodes 48 hours. All
simulations are done for the horizon of a week (168 hours),
observing the energy price fluctuation during a typical week.
To create the new DMAs, the existent valves are considered
open, thus simulating a pipe in the network. Demand, length,
and elevation upper bounds are used to create the set of
DMA scenarios. Table 1 presents the original values for
each indicator, considering the topology presented by [40].
When pressure at any demand node is under the minimum
required, the resilience index calculated by (14) results in a
negative value. However, taking into account the meaning of
the resilience index, negative values do not make sense. To
be coherent, the resilience index is taken as zero for every
scenario in which the minimum pressure is not reached.
4. Results and Discussion
Taking into account the original DMAs of the network, the
upper bound values for the criteria are selected to generate
a similar number of DMAs. The map in Figure 2 shows the
final DMA configuration considering the demand limitation
criterion. Table 2 presents the relative performance indicators
for demand criterion, using as reference the original value
of the network. It is possible to observe, as expected, the
merging of DMAs while the demand criterion increases (see
also Figure 3).
The close relationship between the resilience index and
pressure uniformity is observed in Table 2. The lower the
pressure uniformity, the lower the value of the resilience
index. This happens because the resilience index can be
interpreted as the pressure surplus in the network. Moreover,
pressure uniformity explains the deviation of the pressure
from the minimal value. In this sense, the lower the pressure
uniformity, the better the satisfaction of theminimal pressure
in the network.However, themore adjusted the satisfaction of
the minimal pressure in the network, the lower the resilience.
We disregard here the original network, which presents a
resilience index of zero. The increase of the number of
DMAs allows bettermanagement of the pressure, as observed
in the reduction of the pressure uniformity indicator. For
this indicator, it is possible to observe an improvement for
all DMA configurations, when compared with the original
scenario, since the resilience index is greater than zero and
pressure uniformity is reduced.
An improvement of the demand similarity index is
observed for all scenarios with respect to the original topol-
ogy. However, the demand criterion leads to an interesting
behavior of the demand similarity. The increase of the DMA
number improves the demand similarity until a certain limit.
After this limit, in this case 8 DMAs, the values worsen. The
decrease of the demand criterion leads to an increase of the
number of DMAs. It is possible to obtain higher variability
of the total demand per DMA, but harming the demand
similarity indicator.
Since DMA creation requires the closure of boundary
pipes, thus generating a preferred way to deliver the water,
the age of water increases as observed in Table 2. In all the
new scenarios with more DMAs than the original network,
the water quality is harmed.
Even if the main objective of DMA creation in our study
is to improve the pressure management, the energy con-
sumption by pump stations can be an interesting indicator,
since an extreme increase of energy consumption can turn
a solution infeasible. With the demand criterion, only the
scenario with lower number of DMAs has a slight increase
of energy consumption, while in all the other scenarios this
consumption decreases.
By comparing the original network with the scenarios of
similar number of DMAs (demand limit 100 l/s and 120 l/s),
it is possible to observe an important improvement of the
demand similarity and pressure uniformity indicatorswith an
energy consumption reduction in the scenario with 6 DMAs.
The second criterion evaluated in this work is the eleva-
tion. When nodes are grouped in the same DMA because of
their similar elevation, a better pressure uniformity indicator
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Table 2: Performance values for each DMA configuration with demand as criterion.
Sectorization criteria 𝐼𝑟 PU DS 𝐼WA Energy Costs Number of DMAs Number of devices
Demand
40 0.272 0.679 0.670 2.869 0.944 42730 16 18
60 0.258 0.677 0.453 4.774 0.926 22859 10 13
80 0.282 0.777 0.257 3.878 0.937 27748 8 10
100 0.375 0.885 0.392 4.428 0.940 19653 6 7
120 0.316 0.899 0.355 1.319 1.016 19303 5 6
Latitude
1.47
1.49
1.51
Lo
ng
itu
de
Demand 40
1.47
1.49
1.51
Lo
ng
itu
de
Demand 60
1.47
1.49
1.51
Lo
ng
itu
de
Demand 80
1.47
1.49
1.51
Lo
ng
itu
de
Demand 100
1.47
1.49
1.51
Lo
ng
itu
de
Demand 120
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Figure 3: DMA scenarios using five different values for the demand criterion.
value is expected, since the pressure control can be more
accurate, showing a DMA entry pressure nearby the minimal
pressure required in the network. Table 3 shows the indicator
parameters for the elevation criterion with five different
scenarios of DMA configurations, and Figure 4 shows the
maps with its respective final DMA configurations.
The pressure uniformity indicator is improved when
compared with the original network. The high number of
DMAs implies a greater number of PRVs installed, leading
to better management of pressure. As a consequence, the
resilience index is reduced, since the operation of the system
is close to the minimal operating pressure.
Since the demand is not taken into account to generate
the DMAs, the demand similarity index is worse than in
the scenarios generated by the demand criterion. However, a
similar behavior as when considering the demand criterion is
observed.With the increase of theDMAnumber, the demand
similarity is impaired.
In terms of water quality, as observed under the demand
criterion, DMA scenarios generated by the elevation criterion
worsen water quality, mainly because of the generation of
preferred paths, which lead water to spend more time in the
pipes before reaching the consumers.
Finally, in terms of energy and implementation costs,
the elevation criterion resulted in scenarios with energy
consumption close to the original network, but with better
resilience and pressure uniformity index values. In compari-
son to the demand criterion scenarios, implementation costs
are lower, which is related to the fact that the diameters of
the pipes selected as entrances are lower than in the case that
demand is used as a criterion.
Taking similar DMA scenarios (with 6 and 7 DMAs),
the obtained configurations improve the hydraulic indicators
(pressure uniformity, resilience, and demand similarity). The
configuration with 6 DMAs even reduces slightly the energy
consumption.
The last criterion applied in this work is the sum of pipe’s
length within the DMA. This criterion allows managing the
size of DMAs, generating not only a similarity of elevation
but also a similarity of demand, depending on the uniformity
of consumers and the topography. Figure 5 shows the maps
generated by the length criterion, and Table 4 presents the
performance indicators for these scenarios.
Pressure uniformity and resilience indexes are improved
when compared with the original scenario. Also the demand
similarity is improved for all scenarios using the length
criterion.
An intermediate improvement of demand similarity
when the length criterion is used is observed, when compar-
ing with the other two criteria. However, demand similarity is
further improved by the demand criterion, as expected, due
to the nature of the limits for DMA creation.
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Table 3: Performance values for five DMA configurations using elevation as a criterion.
Sectorization criteria 𝐼𝑟 PU DS 𝐼WA Energy Costs Number of DMAs Number of devices
Elevation
5 0.311 0.611 1.095 3.387 1.009 50535 19 25
10 0.340 0.708 1.092 4.349 0.977 14846 11 14
15 0.377 0.701 1.131 4.063 0.982 14846 9 12
20 0.435 0.944 0.923 2.278 1.032 11464 7 9
25 0.405 0.761 0.939 3.974 0.995 10454 6 7
1.47
1.49
1.51
Lo
ng
itu
de
Elevation 5
Latitude
1.47
1.49
1.51
Lo
ng
itu
de
Elevation 10
1.47
1.49
1.51
Lo
ng
itu
de
Elevation 15
1.47
1.49
1.51
Lo
ng
itu
de
Elevation 20
1.47
1.49
1.51
Lo
ng
itu
de
Elevation 25
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Figure 4: DMA scenarios using five different values for the elevation criterion.
Energy consumption is improved in all scenarios for the
length criterion, when compared with the original network.
Water quality is impaired when compared with the original
scenario. Comparing with the elevation criterion, the imple-
mentation costs for the length criterion are larger, and a
similar behavior is observed for the demand criterion.
5. Conclusions
DMA design for water distribution networks can help the
management ofWDSs, allowing key aspects in specifics areas
to be addressed, for example, better pressure regulation.With
small DMAs, pressure control is more accurate and pressure
can achieve for many nodes the minimum required pressure.
Considering the reality of many WDSs where high values
of leakage are observed, mainly in developing countries, the
operation of the systems under minimal pressure can reduce
leakage, since leakage is strongly linked to operational pres-
sure. Furthermore, the hydraulic balance into the individual
DMAs, comparing the volume of water measured by flow
meters at the entrances of the DMAs and the volumes of
consumedwater, can help water utilities to know the real state
of the hydraulic efficiency of the system and, consequently, to
develop better strategies to improve their quality. However,
the task of dividing a large network into DMAs is not simple,
since a set of performance indicators can greatly affect such a
division.
Different criteria lead to differentDMA scenarios, includ-
ing worse scenarios than that of the original network with no
segregation. The evaluation of hydraulic indicators must be
considered a key analysis to guarantee the improvement of
the water network after DMA generation.
Length and elevation criteria are presented as more
adequate for pressure management purposes, generating
a final scenario with lower implementation costs, energy
consumption reduction, and good resilience index.
DMA creation using the demand as a criterion shows
the best behavior in terms of demand similarity, but the
worst incidence in terms of pressure uniformity.The elevation
criterion shows an intermediate performance with good
values for pressure uniformity and the resilience index.
The use of social community detection associated with a
multilevel PSO optimization is a powerful tool to generate
several DMA scenarios, allowing an insightful comparison
among them.
The breakup of a multiobjective problem into levels can
ease the decision making process, although the computa-
tional time in the multilevel approach may be longer than in
the multiobjective approach.
As future works, we point towards the implementation
of fully isolated DMAs by trunk network identification.
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Table 4: Performance values for each DMA configuration using DMA length as a criterion.
Sectorization criteria 𝐼𝑟 PU DS 𝐼WA Energy Costs Number of DMAs Number of devices
Longitude
5000 0.342 0.733 0.581 4.978 0.921 50928 17 20
7500 0.312 0.676 0.659 5.185 0.910 38837 14 16
10000 0.262 0.822 0.568 2.513 0.989 21849 9 12
12500 0.256 0.817 0.568 3.373 0.957 21849 9 11
15000 0.330 0.839 0.512 4.418 0.949 19653 7 9
1.47
1.49
1.51
Lo
ng
itu
de
Length 5000
1.47
1.49
1.51
Lo
ng
itu
de
Length 7500
1.47
1.49
1.51
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ng
itu
de
Length 10000
1.47
1.49
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Length 12500
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Length 15000
Latitude
−2.44−2.46−2.48−2.5
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−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Latitude
−2.44−2.46−2.48−2.5
Figure 5: DMA scenarios using five different values for the length criterion.
Additionally, a deeper criteria analysis, mainly in terms of
the computation effort in the optimization process, is also
deemed of interest.
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